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Univiss®Plus external thread ends 1.22

AISI 316 material group
kN × 102 = kp Dimensions in mm

Part No.
Right-hand thread

Part No.
Left-hand thread

Ø
Rope

a
Thread

kN 
Working
load limit

b1 b2 c Ø d

30950-0300-15 30951-0300-15 3 M3 1,3 38 23 15 3,4

30950-0300-30 30951-0300-30 3 M3 1,3 53 23 30 3,4

30950-0400-30 30951-0400-30 4 M4 2,3 52 22 30 4,2

30950-0400-60 30951-0400-60 4 M4 2,3 82 22 60 4,2

30950-0500-30 30951-0500-30 5 M5 3,8 52 22 30 5,2

30950-0500-60 30951-0500-60 5 M5 3,8 82 22 60 5,2

30950-0600-30 30951-0600-30 6 M6 5,3 58 28 30 6,4

30950-0600-60 30951-0600-60 6 M6 5,3 88 28 60 6,4

30950-0800-30 30951-0800-30 8 M8 9,8 65 35 30 8,4

30950-0800-60 30951-0800-60 8 M8 9,8 95 35 60 8,4

For static loads only,
without alternating tensile loads and

without deflection of the wire rope. 

Not suitable for stranded wire no.10810- and rope no.10830-

Minimal rope length for all thread sizes: 
95 mm

Advantages of Univiss®Plus: 
The new manufacturing process yields a short overall length 
with a high working load limit. Rolled, highly corrosion-resistant 
thread.

Assembly length
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